
VINYL LUXURY TILE

PEMKO SADDLE
THRESHOLD 173A

CENTER FLOORING TRANSITION
ON CENTERLINE OF DOOR

EXISTING EPOXY
FLOORING

EXISTING DOOREXISTING EPOXY
FLOORING

METAL JOINT
EDGING

CORNER WALL GUARD AS
SCHEDULES

WALL FINISH AS
SCHEDULED BELOW WALL
PROTECTION

EXISTING MTL STUDS

HAND RAIL WITH END CAPS
AS SCHEDULED

WALL GUARD WITH END
CAPS AS SCHEDULED

FASTNER BY
MANUFACTURER

4"

4"

3"

3"

5/8" HIGH IMPACT TYPE X
GYP BD. 0' A.F.F. TO 4'-1"
A.F.F., USE 5/8" TYPE X GYP
BD AT 4'1" A.F.F AND ABOVE

3/8" GYP BD

HOLLOW METAL
DOOR FRAME

EXISTING WALL

HAND RAIL  AS
SCHEDULED

WALL FINISH AS
SCHEDULED BELOW
WALL PROTECTION

WALL GUARD AS
SCHEDULED

1"

FASTNER BY
MANUFACTURE

VLT-EXTEND INTO DOOR
OPENING AS REQUIRED

FUTURA INDUSTRIES
STANDARD PIN
CLAMPDOWN ALUMINUM
CARPET TRIM OR
APPROVED EQUAL

CENTER FLOORING TRANSITION
ON CENTERLINE OF DOOR

EXISTING DOOR

EXISTING CARPET

VINYL LUXURY
TILE

PEMKO
SADDLE
THRESHOLD
173A

CENTER FLOORING TRANSITION
ON CENTERLINE OF DOOR

 EXISTING VINYL
COMPOSITION

TILE

EXISTING DOOR

VINYL PERIMETER
SEAL

LAY-IN ACOUSTIC
CEILING TILE

WALL MOLDING

5/8" TYPE X GYP BD.
OVER 3/8"  GYP BD

CONTINUOUS CAULK

JOINT
COMPOUND

±2" V.I.F

(EXISTING)

#6 X 2" BHDS
@ 24" O.C.

(E) METAL STUD

ALUMINUM
FRAME

CONTINUOUS SANTOPRENE
SEAL (OFF WHITE), SUBMIT
COLORS TO COR FOR
SELECTION

CONTINUOUS
EXTRUDED
ALUMINUM
RETAINER

#8x1/2"
WAFER HEAD
TECH SCREW
18"o.c.

SUSPENDED
CEILING

CONTINUOUS
EXTRUDED
FLEXIBLE PRIMARY
SEAL

2"

FLOOR FINISH & BACKFILL

CONTINUOUS
SANTOPRENE SEAL (BLACK)

 2" (E)

V.I.F.

CONTINUOUS ALUMINUM
SUPPORT PLATE

EXISTING
VERIFY IN FIELD

EXISTING FLOOR
SLAB

EXISTING FIRE BARRIER,
PROVIDE NEW  IF DAMAGED.
VERIFY WITH COR

(E
X

IS
TI

N
G

)
V

.I.
F.

CONTINUOUS ALUMINUM
RECESSED FRAME

2"EXISTING
V.I.F.

CONTINUOUS ALUMINUM WALL FRAME
FLAT HEAD CONCRETE
SCREW
(7 PER FRAME @ 18" O.C,)

FLOOR FINISH
& BACKFILL

CONTINUOUS SANTOPRENE SEAL (BLACK)

CONTINUOUS ALUMINUM
SUPPORT
PLATE

HEX HEAD CONCRETE
SCREW
(7 PER FRAME
@ 18" O.C.)

HEX HEAD CONC.
SCREW
(7 PER FRAME
@ 18" O.C.)

CONTINUOUS ALUMINUM
RECESSED FRAME

E
X

IS
TI

N
G

V
.I.

F.

(E) WALL

ACOUSTICAL
CEILING UNIT

HANGER
WIRE

FINISHED FACE
OF PARTITION

WALL ANGLE,
SEE DET. 17/A13

ACOUSTICAL CEILING
GRID

FEATHERED
JOINT
COMPOUND

FIRE BARRIER
NON-PVC COVER
.080" 2mm
STEEL ANGLE 22 MSG
.031" THICK .8mm
CONTINUOUS
ALUMINUM RETAINER
.070" 1.8mm

5/8" HIGH IMPACT
TYPE X GYP BD.
0' A.F.F. TO 4'-1"
A.F.F., USE 5/8"
TYPE X GYP BD
AT 4'1" A.F.F AND
ABOVE

BUGLEHEAD
DRYWALL
SCREWS

NEW MTL.
STUDS, AS
NEEDED FOR
INSTALLATION

3"

7/
A

13

 3/8"  GYP BD

CORNERGUARD ASSEMBLY-
FIRESTOP  MATERIAL

CORNERGUARD ASSEMBLY-
METAL RETAINER

CORNERGUARD ASSEMBLY-
VINYL CORNERGUARD

5/8" TYPE X GYP BD. OVER 3/8"
GYP BD

ACOUSTICAL LAY-IN CEILING
ASSEMBLY

EXISTING METAL STUDS

EXISTING SUBFLOORING
NEW FLOORING

SEALANT BEAD PLACED AT
BASE OF CORNERGUARD

6" RUBBER BASE,
STOP AT CORNER
GUARD

CORNER GUARD,
RUN TO MEET
FLOOR

GYP. BD WALL,
PAINTED

JOINT SEALANT
BEHIND C.G. AT
FLR JOINT

PAINT (PT-1)
REVEAL TO
MATCH WALL

CONT.  SEALANT
AROUND CORNER
GUARD AFTER
FLOORING IS
INSTALLED

2"
1"

HANDRAIL AND  WALL
GUARD MOUNTED
2" CLEAR OF FULLY
OPENED DOOR SWING

CHAIR RAIL 1" CLEAR
FROM EDGE OF DOOR
FRAME

EXISTING DOOR

EXISTING WALL

1 5/8"
(41)

1 7/8"
(48)

FEATHERED
JOINT
COMPOUND

CONTINOUS
IMPACT CUSHION

24 GA
GALVANIZED
METAL BACKING

FASTENERS

ALUMINUM
RETAINER

HIGH IMPACT
TEXTURED VINYL
COVER

VARIES

3/8"  GYP BD

5/8" HIGH IMPACT
TYPE X GYP BD.
0' A.F.F. TO 4'-1"
A.F.F., USE 5/8"
TYPE X GYP BD
AT 4'1" A.F.F AND
ABOVE

REMOVE (E) KICKPLATE/
DOOR PROTECTION

INSTALL NEW  DOOR
PROTECTION "DP-1" BOTH
SIDES OF DOOR.

REFINISH DOOR SURFACE,
BOTH SIDES, TYPICAL.

NOTE:
ALL WOOD DOORS, SINGLE OR DOUBLE,
OCCURING IN CORRIDORS (TO BE REMODELED
PER THIS PROJECT) TO RECEIVE DOOR
PROTECTION. REFURBISH AND REINSTALL ALL
(E) DOOR HARDWARE, SIGNAGE ETC.

FOR MATERIAL REF. SEE SHEET A12

PAINT FRAME OF VISION
PANEL P-2, AS OCCURS

ACOUSTICAL
CEILING UNIT,
SEE DET
16/A13

(E) FURRING TO
BE REMOVED

NEW 3"X3"X1
4  STL.

ANGLE, WELD TO
STRUCTURE ABV.

REMOVED (E) MTL.
FRAMING AND PART
OF (E) GYP. BRD
FURRING

NEW 4"X0.0478 MTL.
STUDS AT 16" O.C.-
WELD TO STEEL
ANGLE

(E) FURRING AND
FRAMING TO REMAIN,
PROTECT IN PLACE NEW 5 8" GYP. BRD.,

PAINTED

CEILING LINE

4"

FOR (N) LAY-IN
CEILING PER PLAN
& PER DET 16/A13

SEE DETAIL
20/A13
FOR CONDITION
AT EXPANSION
JOINT

BASE PER
SCHEDULE

FIRE CAULKING

2-HR FIRE/SMOKE RATED
UL DESIGN NO. U905W1

BASE AND WALL
PROTECTION PER
SCHEDULE

CORRIDOR SIDE

1-HR FIRE RATEDW2

FIRE STOP
SEALANT AT
WALL
PERIMETER
5

8" TYPE 'X' GYP.
BRD O/ 3/8" TYPE
'X' GYP. BRD TO
DECK ABV.

W3 UL DESIGN NO. U411
2-HR FIRE/SMOKE RATED

BASE AND WALL
PROTECTION PER
SCHEDULE

2-LAYERS 5 8" TYPE
'X' GYP. BRD TO
DECK ABV.

FIRE STOP
SEALANT AT
WALL
PARAMETER

PROVIDE FIRE STOP
INSULATION  AS
NEEDED TO
MAINTAIN INTEGRITY
OF FIRE RATING

PROVIDE FIRE
STOP INSULATION

CONTINUOUS FIRE
STOP SEALANT AT
WALL PERIMETER

CONTINUOUS FIRE
STOP SEALANT AT
WALL PERIMETER

CONTINUOUS FIRE
STOP SEALANT AT
WALL PERIMETER

BASE AND WALL
PROTECTION PER
SCHEDULE

1-HR SMOKE RATED
W4

REPAIR GYP.
PLASTER AS
NEEDED FOR DEMO/
REINSTALL OF GYP.
BRD. ON CORRIDOR
SIDE. MAINTAIN
INTEGRITY OF 1-HR
SMOKE RATING

5
8" TYPE 'X'

GYP. BRD

(E) 21
2" GYP.

PLASTER ON
MTL LATH
AND MTL.
FRAMING

CONTINUOUS
FIRE STOP
SEALANT AT WALL
PERIMETER

UL DESIGN NO. U465

(E) FIRE STOP

(E) CHANNEL
BRACE

NOT IN SCOPE

5
8" TYPE 'X' GYP. BRD

OVER 3/8" TYP. 'X'
GYP. BRD OVER 7/8"
FURRING CHANNELS
@ 16" O.C. HORIZ.

CORRIDOR SIDE

CORRIDOR SIDECORRIDOR SIDE

4"

SUSPENDED
CEILING SYSTEM,
SEE DET 16/A13

4"

4" X4" ALUMINUM FACIA
MOLDING 3/16" THICK,
COLOR TO MATCH
SUSPENDED CEILING
SYSTEM

FOR (E) BRICK WALL USE
CONCRETE SCREWS TO
INSTALL MOLDING

1 4"

ARCHITECTURAL GRAPHICAL
LEGEND

EXISTING TO REMAIN

 12" = 1'-0"13 FLOORING TRANSITION - EPOXY TO LVT

 3" = 1'-0"4 WALL PROTECTION AT OUTSIDE CORNER
 3" = 1'-0"5 WALL PROTECTION AT DOOR FRAME

 12" = 1'-0"11FLOORING TRANSITION - CARPET TO VLT/VCT
 12" = 1'-0"12 FLOORING TRANSITION - VCT TO VLT

 12" = 1'-0"17CEILING WALL ANGLE DETAIL

 6" = 1'-0"
WALL EXPANSION JOINT DETAIL

 6" = 1'-0"18 SUSPENDED CEILING EXPANSION DETAIL

 6" = 1'-0"8 FLOOR EXPANSION JOINT DETAIL

 3" = 1'-0"16 ACOUSTICAL TILE CEILING DETAIL

 6" = 1'-0"1 CORNER GUARD DETAIL

 3" = 1'-0"
CORNERGUARD SEAL AT FLOOR SECTION

 1" = 1'-0"2 RUBBER BASE CORNER ISOMETRIC DETAIL

 1 1/2" = 1'-0"6 HANDRAIL CLEARANCE AT FULLY OPENED DOOR

NTS3 END WALL PROTECTION DETAIL



A13

791/2" = 1'-0"10 TYPICAL DOOR PROTECTION DETAIL

1 1/2" = 1'-0"19 FURRING DETAIL
1 1/2" = 1'-0"20 EXPANSION JOINT AT FURRING

 1 1/2" = 1'-0"15 FIRE RATED WALL


